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Directions:

Nearest Hospital:

From Interstate 270, head north on New

Christian Northeast

Florissant Road (exit 27). Make a right on to

11133 Dunn Road

Parker (there is a stoplight), drive for about 1 mile.
The Florissant Civic Center Theatre is located at

Florissant MO 63033
314.362.9355

the corner of Parker Road and Waterford Drive,
inside the James J. Eagan Civic Center
General Information:
Local Bank:

Airport:

US Bank

Lambert International St. Louis

1000 North Highway 67

10701 Lambert International Blvd

Florissant MO 63031

St. Louis, MO 63145

Grocery Store:
Schnucks
8200 N Lindbergh Blvd

This is a non-union house.

Florissant, Mo 63031

-VENUE TECHNICAL INFORMATION ON THE NEXT PAGE-

-VENUE TECHNICAL INFORMATIONSTAGE:
-

Proscenium opening is 40 feet wide by 19 feet tall.
From the plaster line to the back wall is 26 feet.
The stage APRON is 14 feet 9 inches downstage of the plaster line.
The stage left wing is 20 feet wide.
The stage right wing is 16 feet 10 inches wide.
There is a 3-foot-deep cross-over upstage of the blackout.
The stage floor is a black “mar-moleum” (rubberized linoleum); it CAN NOT be screwed in to.

ORCHESTRA PIT
-

The orchestra pit is covered by 9 feet long by 4 feet wide removeable sections.
The orchestra pit is 7 feet deep below stage level. It can not be raised or moved in any way.
The orchestra pit is 14 feet deep. It extends below the stage.
The orchestra pit is 32 feet wide.

AUDITORIUM
-

Stadium style padded seating with 557 seat capacity.
There is ample ADA accessible seating available in both the back of house left and right.

LIGHTING
-

Venue control console is an ETC Element 2.
The light booth is located at the BOH above the audience in a windowed booth.
For a complete list of all available lighting instruments, please see “Lighting Inventory”.
Power tie in is located stage left. Cam-lock connector are available for 200-amp 3 phase power.
Dimmer rack has available 129 2.4kw dimmers available. Circuit locations are fixed.
For hanging position, please reference “FCCT CAD Drawing”.

SOUND
-

Venue has available two sound consoles. The main console is an Allen and Heath ML 3000. A Soundcraft Expression
III is available upon request.
Venue uses two JBL PRX715 speakers for main house sound.
Monitors are available upon request. Venue uses JBL PRX712 monitors.
For a complete list of venue sound equipment, please see “Sound Inventory”
The house sound mixing position is located at ground level with the back row in the back center of house.
Hearing assist is available.
Playback: Venue has available multiple CD players, direct line in, or the use of Qlab.
Clear-com wired communication is available at multiple points throughout the theatre.

DRESSING ROOMS
-

Two chorus dressing rooms are available. They are located upstairs off the down stage left side.
The chorus dressing rooms are equipped with showers, restrooms, lighted mirrors, ample counter space and hanging
racks.
There are two large bathrooms located in the green room off up stage left. They are large enough to serve as single or
two person dressing rooms.
There is a washer and dryer on the premises available upon request.

FLY SYSTEM
-

The venue has 23 fly lines with 7 dedicated lines.
There are 4 electrics. Please reference “FCCT CAD Drawing” for specific placement on stage.
There is a full black Mid-Traveler curtain on Line 11.
There is a full black out curtain located all the way upstage on Line 23.
The fly system consists of both single and double purchase line sets. Please reference “Batten Schedule” for specifics.
There are two main drapes available. One is a traveler option, the other is a guillotine curtain. Both are a blue valor
fabric.
There are 4 sets of black legs and borders available.
The venue owns a white CYC located on Line 22.
The venue owns a black sharkstooth scrim.

LOADING DOCK
-

The loading area is located on the North East side of the building. It is the only garage door you can access via the
parking lot.
The loading door is 11 feet high by 10 feet wide.
The loading area is located at ground level at the end of a ramp that slopes towards the building.
If your transport vehicle can fit inside the loading door, you may park your vehicle inside the scene shop and unload
inside.
If your transport vehicle is a box truck or larger, you will need to supply a loading ramp to access the ground level.
From the loading dock to the upstage loading doors is approximately 25 feet.
There is ample free parking in the venue’s parking lots located on the premises.

For any other technical information inquiries, please contact the Technical Director using the information provided above.

